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oo ALEVER OPERATED 
PORTABLE TOOL THAT 


® 


meu § cae LIFTS AND PULLS... 


A HOIST! 


different conception of a portable 

Iling and stretching. It's built like 

aring and load brake, instead of the 

ith pawl engaging a lifting wheel, us= 
this type tool. 


its hoist type construction, ‘Tugit' offers 
ciency and maximum safety. Only a small 
effort applied to the operating handle, will 
Il capacity loads yet the handle won't fly 
erously — it can't because it's not directly 
to the lifting sprocket. 


perfect for close quarter operation. .. 
s requiring accurate load spotting. On 3/4, 
odels only 31 inches of movement at the 
lewill effect hook travel; 411/39 inches 
models (including convertible model). 

ed or lowered in exceptionally small 
ovement is as little as: 332" on 


; 3/64" on 2 ton; 1/16" on 11/2 
n models. 


ever operated hoist been 
position at any angle. 


LOOK AT THE 
QUALITY BUILT 
INTO THE ° 


a 
@) 


FULL SWIVELING UPPER HOOK 


TOTALLY ENCLOSED 


OPERATING PARTS POSITIVE ACTION 


AUTOMATIC 
LOAD BRAKE 


WIDE FACED 


SPUR GEARING FREE-WHEELING 


CONTROL 


ALUMINUM §€ 
ALLOY FRAME 


SPECIAL ALLOY STEEL | 
LOAD CHAIN 


“FINGER-TIP” 
CONTROL LEVER 


NON-SKID 
““WAFFLE-GRIP”’ 
FULL SWIVELING HANDLE 
NON-FRACTURING 


LOWER HOOK 
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Special design and construction features found in ‘Tugit' 
Hoists account for their superior quality. They are light- 
weight, compact and sturdily built. All operating parts are 
totally enclosed to protect them from dirt and moisture. 


Frames are aluminum alloy; load chains are link type, of 
special heat treated alloy steel; hooks are forged steel; hi- 
load bearings are used throughout. 


Positive Action Auto- 
matic Load Brake — De- 
signed to safely hold the 
load in any position... 
special plating process pro- 
vides a totally weather re- f 
sistant load brake .. . per- 
mits smooth lowering with 
hair line control. 


Wide Faced Gearing — 
carries the full load at all 
times for greater efficiency. 
Alloy steel gears with extra 
wide faced spur teeth, ma- 
cline cut and hardened, 
mesh accurately for long 
wear. 


Finger Tip Control — for 
quick, easy operation. A fin- 
ger tip control lever provided 
for flipping from ‘“Up" to 
“Down" and inte ‘Free- 
Wheeling" position. ‘‘Free- 
Wheeling" position permits 
free travel of chain thru hoist. 


Fool Proof Hook Connec- 

tion — used on %, 1 and 
| 1% ton models insures posi- 
tive connection of hook and 
load chain. Two forged steel 
bodies, steel sleeve and re- 
taining rings lock hook to 
chain. Parts are cadmium 
plated to resist rust and 
corrosion. 


LET A DEMONSTRATION CONVINCE YOU...CALL OR WRITE TODAY, NO OBLIGATION 


A MODERN GEARED HOIST— IN 6 POPULAR MODELS... 


1% & 3 TON CAPACIT 


(Including 3 Ton Model Convertible to 1-1/2 


SPECIFICATIONS, CATALOG NUMBERS AND PRICES 


CAPACITY 


j 10" e - 45 2388 | 139.00 2398 | 142.00 _| 
3 12! at 49 | ___238C 148.80 239C 151.80 
me. 15! founds Pounds 34 238D 163.50 239D 166.50 


75 Pounds 20 Pounds $126.50 


Y, 1 & 2 TON CAPACITY 


SPECIFICATIONS, CATALOG NUMBERS AND PRICES 


PULL ON HANDLE NET STANDARD HOOKS SAFETY HOOKS 
CAPACITY | LIFT had CATALOG | NET | CATALOG NET 
RAISE LOAD| LOWER LOAD - | NUMBER | PRICE | NUMBER | PRICE 
4'-6" 15-3/4 234 $ 65.00 235 $ 68.00 
7 17-3/4 234A 68.70 235A 71.70 
10° 19-1/2 2348 74.25 235B 77.25 
z z rae 32 ‘ . We : 20-3/4 234C 77.95 235C 80.95 
on 15° Sunes oun 23 234D 83.50 235D 86.50 
20" 26-374 234E 92.75 235E 95.75 ( ) 
25" 30-172 234F 102.00 235F 105.00 
4-6" 16-174 230 $ 70.50 232 $73.50 5 
7 18-174 | __230A 74.90 | ___232A 77.90 ra] 
; 10" 46 oe 20 2308 81.50 2328 84.50 O 
: ara mi 21-174 230C 85.90 232C 88.90 (a) 
on 15" ba in eons 23-172 230D 92.50 232D 95.50 
20" “27-1/4_|__230E | 103.50 232E 106.50 
25" 31 230F 114.50 232F 117.50 
6" 22=3/4 240 $ 83.00 244 $ 86.00 OUTLINE DIMENSIONS 
7 25-3/4 240A 91.80 244A 94.80 
2 10' ies at 29-174 2408 105.00 2448 108.00 
Ton a Pounds Pounds ale Oe Ud noes 108 
30] SATs ae iasiee nie x ee Pi 
35] I 240F 171.00 244F 174.00 150" oe 


NOTE: 2 Ton Model Has Two Parts of Load Chain. 


Prices are F.O.B. Muskegon, Michigan. Prices and specifications subject to change without notice. Prices as listed do 
not constitute suggested resale prices in any jurisdiction where fixing of resale prices is forbidden by law. Orders 
subject to final acceptance at our General Sales Offices, Muskegon, Michigan. 


Construction worker 
holding structural 
members in place for 
welding. 


Highway crew worker Automotive mechanic 
stretching guard rail replacing auto en- 
cable. gine. 


3 Ions a Rigged for Rigged for 40 137.30 
Convertible 10' | 3 Tons 3 Tons 46 
S 12' 50 242C 164.30 243C 167.30 
1-1/2 Tons 15! 72 Pounds 18 Pounds 56 242D 180.50 243D 183.50 
20' Rigged for Rigged for 66 242E 207.50 243E 210.50 NOTE: 3 Ton Model Has Two Parts of Load Chain. Dimen 


for Convertible Model are the same as those for 3 Ton Mc 
except "B" dimension. "B" is 18-3/4" when hoist is rigge 
3 tons and 16-3/8" when hoist is rigged for 1-1/2 tons. 


Convertible Mox 
line operation 

permits load cha 
the length of | 
capacity of hois 


Line repairman pull- 
ing electric utility 
lines taut. 


a, 


del 'Tugit' rigged for 3 ton double- 
(L). Single-line conversion (R) 
1in to bypass idler wheel, doubling 
oad chain and reducing the rated 
t to 1-1/2 tons. 
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J 
LOOK AT THE BIG 
ADVANTAGES ‘TUGIT’ 


HAS TO OFFER 


Have a special 


Production increase 


lifting problem? a must? 
Want to save Which hoist 
man hours? is best? 
Who offers 
y What about 

reest: somnicer accessories? 

Need more Want expert 

floor space? advice? 

We have the answer to all your lifting problems . . . they're yours for the asking. 
, id Bclg de swum Buda wm woss 
Budget pe seigeabiatens "Budgit' Air Hoist. Com- 7427 


‘Budgit' Electric Hoist. A 
complete, low-cost hoist. 
Comes ready to hang up, 
plug in and operate. Has 
twobrakes. Operates fast. 
Uses little electricity. 
Capacities: 250 to 4000 
Ibs. AC, DC and 12-volt 
battery-operated models. 
Choice of pull cord or push 
button control. 


7425 
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Budgie I-BEAM TROLLEYS 


|-Beam Trolleys. Add travelability to 
hoists. Bearing equipped for smooth, 
easy operation. Geared type saves 
effort. Capacities to 25 tons. 


6698 


"Budgit' Aluminum Chain 
Block. — Lightwefyht t but 
tough. Portable to handle 
emergency jobs on the spot. 
25 |b. pull on the hand 
chain lifts a 500 Ibs. load. 
Fast acting load brake 
speeds and simplifies low- 
ering. Capacities: 1/4 to 
10 tons. Spark resistant 
mode|s available. 


, e F 

Load Lifter’ 100 
‘Load Lifter’ Series 
"700" Wire Rope Electric 
Hoist. A fast heavy-duty 
hoist with safe push-button 
control and two brakes. 
Capacities: 1/2 to 15 tons. 
Available with lug suspen 
sion push type or hand 
geared trolley, or motor 
driven trolley. Available 
also inair powered models. 


pact and lightweight. 
Explosion proof motor will 
not burn out. Lifting 
speeds infinitely variable 
to 75 fpm..Capacities: 1/4, 
1/2 and 1 ton. Available 
in link and roller chain 
models; with hook suspen - 
sion or push type trolleys; 
in standard models spark, 
resistant models and corro- 
sion resistant models. 


Loud lifter’ 
ond Lifter’ soo 
‘Load Lifter' Series "600" 
Wire Rope Electric Hoist. 
A fast production helper. 
Has two brakes and safe 
24-volt push-button con= 
trol. Lug or hook suspen- 
sion; push=type or motor= 
driven trolley. Capacities: 
1/2 to 1 ton. Choice of 
single speed and two speed 
models. 


’ 


Bicol ore CRANE ASSEMBLIES 


‘Budgit' Crane Assemblies. "Build it 
yourself" kits for economy —minded 
buyers. No machining. No drilling. 
Several types, including 180° swing= 
ing bracket jib crane. 


ILLUSTRATED HERE ARE BUT A FEW 
OF THE POPULAR TIME- AND 
LABOR-SAVING UNITS WE HAVE 
TO SOLVE TODAY'S OVERHEAD 
LOAD HANDLING PROBLEMS. 


ALL PRODUCTS ARE 
AVAILABLE FOR 
READY DELIVERY 


